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WARRANTY

Warranty for Standard Products

Seller warrants that all standard products manufactured and sold by
Magic Plastics, Inc. ("Seller”) will be free from defects in materials and
workmanship under normal use and service for a period of one (1) year from
the date of invoice. This warranty applies only to the original purchaser and
is not transferable. If the product is resold after the original purchase, this
warranty is void.

If a product is determined to be defective during the warranty period,
Customer must return the defective product or part prepaid to Seller's facility
in Valencia, California, along with a written description of the issue. Upon
inspection, if the defect is confirmed to be due to materials or workmanship,
Seller will, at its sole discretion, do one of the following:

e Rework or repair the product

* Replace the defective product or part

® Reimburse the Customer for the original purchase price of the
product or part

All shipping costs associated with the return of defective items and shipment
of repaired or replacement items are the responsibility of the Customer.

This warranty does not cover damage resulting from misuse, mishandling,
improper installation, chemical attack, excessive pressure or temperature,
or any alteration to the product not approved in writing by Seller.
Additionally, Seller is not responsible for labor, removal, installation, or
other incidental costs related to replacement or repair of the product.
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Exclusion of Other Warranties

THE WARRANTY STATED ABOVE IS IN LIEU OF ALL OTHER WARRANTIES,
CONDITIONS, OR REPRESENTATIONS-EXPRESS, IMPLIED, STATUTORY,
OR OTHERWISE-including but not limited to implied warranties of
merchantability or fitness for a particular purpose, or warranties arising
from course of dealing or usage of trade.

Limitation of Liability

IN NO EVENT SHALL SELLER BE LIABLE FOR ANY INDIRECT, INCIDENTAL,
CONSEQUENTIAL, SPECIAL, OR PUNITIVE DAMAGES OF ANY KIND-
INCLUDING, BUT NOT LIMITED TO, LOST PROFITS, BUSINESS INTERRUPTION,
OR CLAIMS FROM THIRD PARTIES-ARISING FROM OR RELATING TO THE
SALE, MANUFACTURE, DELIVERY, INSTALLATION, REPAIR, OR USE OF ANY
PRODUCT, WHETHER BASED ON CONTRACT, TORT, NEGLIGENCE, STRICT
LIABILITY, OR OTHERWISE, EVEN IF SELLER HAS BEEN ADVISED OF THE
POSSIBILITY OF SUCH DAMAGES.

No extension, modification, or waiver of the above warranty or limitations
shall be valid unless made in writing and signed by an authorized
representative of Seller.
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FLOW METER

Flow Meter

Magic Plastics' Flow Meter is a visual, precision-calibrated device designed to measure flow rates from 20 to 150 GPM. Built with a machined 316
stainless steel float, it delivers accurate readings with minimal hardware and easy vertical installation. The clear, durable body allows for quick
verification, while its rugged construction ensures long-term reliability in residential plumbing applications. Engineered to fit standard 2" PVC Pipe,
rated to 75 PSI @ 73° F.

PARTNUMBER  SIZE & DETAIL DESCRIPTION QTY CASE  WT CASE

0711-20 2" Flow Meter

ROLLY GREENS® PLANT CADDY

Rolly Greens® Plant Caddy

The Rolly Greens® Plant Caddy makes moving heavy pots effortless with its durable construction and smooth-rolling caster wheels. Designed
for indoor or outdoor use, it supports large planters while protecting surfaces and improving drainage. Lightweight but tough, it's perfect
for gardeners, plant lovers, or anyone tired of dragging pots across patios or decks. Available in multiple sizes and colors. Exclusively from
Magic Plastics.

PARTNUMBER SIZE & DETAIL DESCRIPTION QTY CASE  WT CASE

RG-012-101-6 | 12" Rolly Greens Plant Caddy, Basil/Cobblestone 6 15
RG-012-102-6 | 12" Rolly Greens Plant Caddy, Brown/Ocean 6 15
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LIGHTING ADAPTER PLATES

CWKLED ~ 44

ssssssss

The QwikLED® Adapter Plate makes it easy to retrofit older pool and spa light niches with modern LED lighting. Designed to fit approximately 95%
of legacy housings, these plates eliminate the need for costly demolition or replastering. The QwikLED® is now available in three configurations:
Standard Plate, Plaster Plate, and the new Spa Plate, each offering a fast, clean solution for LED upgrades. Available in White, Light Gray, and Dark Gray
to match most finishes. (LED light not included)

POOL PLATES
PARTNUMBER  SIZE & DETAIL DESCRIPTION QTY CASE WT CASE
0910-P-WH | QwikLED® Plate, White 8 6
0910-PL-WH | QwikLED® Plaster Plate, White 8 6
ADAPTER PLATES 0910-P-LG QwikLED® Plate, Light Gray 8 6
0910-PL-LG | QwikLED® Plaster Plate, Light Gray 8 6
0910-P-DG QwikLED® Plate, Dark Gray 8 6
0910-PL-DG | QwikLED® Plaster Plate, Dark Gray 8 6
o SPA PLATES
A \ 0910-SPWH | QuikLED® Spa Plate, White 8 2
e : 0910-SP-LG | QwikLED® Spa Plate, Light Gray 8 2
Pool Size Sp(:Size ) 6D lghtsoldseparatel] 0910-SP-DG | QwikLED® Spa Plate, Dark Gray 8 2

.
MAGICVAC

MagicVac

The MagicVac from Magic Plastics is a self-powered pool and spa vacuum that delivers big cleaning performance without the need for electricity,
batteries, hand pumping, or external connections. Lightweight, ergonomic, and easy to use, MagicVac is the ideal solution for removing sand,
pebbles, and debris from hard-to-reach areas in spas, hot tubs, and small pools. Includes telescoping pole that extends to over 7 feet.

p

e PART NUMBER SIZE & DETAIL DESCRIPTION

0690-1GENCP | MagicVac, Individual Box

N For Assembly Instructions Visit:
~ https://magicplastics.com/magic-plastics-products/magicvac/
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VALVES

"Smart” Check® Valves

The "Smart" Check® valve delivers reliable back-flow prevention without the usual flow restriction of conventional check valves. Its magnetic-assisted
gate stays tightly closed to a 2 PSI threshold, then opens fully once line pressure exceeds that level-allowing full, unhindered flow. A spring-loaded
gate mechanism ensures dependable operation in any orientation (horizontal or vertical). For lower-pressure systems, a non-magnetic model with a
light % Ib. spring is available, offering the same easy-opening performance.

All "Smart” Check valves are rated to 150 PSI at 73°F and available in sizes from %" through 3" IPS. Union configurations feature Magic Plastics'
patented Vibeproof® locking technology, ensuring a secure, vibration-resistant connection in high-performance systems. (Swing-check versions
without a spring are also available by special order.)

PARTNUMBER  SIZE & DETAIL DESCRIPTION SPRINGTENSION  IPSSIZE QTY CASE ~WT CASE

Propé65 Info

0821-05 1" Slip x Slip Y lb. % 12 5
0821-05C %" Slip x Slip Clear A 1b. [/ 12 5
0826-05 2" FIPTx FIPT Yalb. W 12 5
0826-05C V2" FIPT x FIPT Clear Yalb. I8 12 5
0821-07 %" Slip x Slip Y2 lb. /e 12 5
0821-07C %" Slip x Slip Clear alb. /1 12 5
0826-07 %" FIPTx FIPT Y2 lb. /4 12 5
0826-07C %" FIPT x FIPT Clear A 1b. %" 12 5
0821-10 1”Slip x Slip Yalb. 1 12 8
0821-10C 1”Slip x Slip Clear 2 1b. 1 12 8
0821-15 1'%"Slip x Slip 2 lb. 1% 12 9
0821-15C 14" Slip x Slip Clear alb. 1" 12 9
0821-20 2"Slip x Slip Y lb. 2 12 13
0821-20C 2"Slip x Slip Clear Y2 lb. 2’ 12 13
0821-20M | 2”Slip x Slip w/Magnet 21b. 2 12 14
0821-20MC | 2”Slip x Slip w/Magnet Clear 21b. 2 12 14
0821-30 3"Slip x Slip 2 lb. 3 8 22
0821-30C 3"Slip x Slip Clear alb. 3 8 22
0822-20 2" Spigot x Slip Yalb. 2 12 13
0822-20C 2" Spigot x Slip Clear 2 1b. 2’ 12 13
0822-20M | 2" Spigot x Slip w/Magnet 21b. 2 12 14
0822-20MC | 2" Spigot x Slip w/Magnet Clear 2 lb. 2 12 14




VALVES

“Smart” Check® Valves
PARTNUMBER  SIZE & DETAIL DESCRIPTION SPRINGTENSION ~ IPSSIZE QTYCASE ~WT CASE
0823-10 1”Union x Union 2 1b. 1 12 10
ViZEPROOF. 0823-10C | 1”Union x Union Clear AL 1 12 10
7 0823-12 1% Union x Union Yalb. 1% 12 1
0823-12C 1%"Union x Union Clear Y 1b. 1% 12 1
0823-15 1% Union x Union % 1b. %" 12 13
0823-15C 1" Union x Union Clear 2 1b. %" 12 13
0823-20 2”Union x Union 2 1b. 2 12 25
0823-20C 2”Union x Union Clear 2 1b. 2’ 12 25
0823-20M | 2”Union x Union w/Magnet 21b. 2 12 26
ViZEPROOF. 0823-20MC | 2"Union x Union w/Magnet Clear 21b. 2 12 26
0824-20 2" Spigot x Union 2 1b. 2’ 12 20
0824-20C 2" Spigot x Union Clear Yalb. 2 12 20
0824-20M | 2" Spigot x Union w/Magnet 21b. 2 12 21
0824-20MC | 2”Spigot x Union w/Magnet Clear 2 b. 2 12 21
0825-15 1" Slip x Union Yalb. 1% 12 1
0825-15C 1%"Slip x Union Clear 2 1b. 1%" 12 1
0825-20 2”Slip x Union Y 1b. 2’ 12 20
0825-20C 2”Slip x Union Clear Y 1b. 2’ 12 20
0825-20M | 2”Slip x Union w/Magnet 21b. 2’ 12 21
0825-20MC | 2”Slip x Union w/Magnet Clear 21b. 2 12 21

Retro "Smart” Check® Valves

Magic Plastics' Retro "Smart” Check® valve bodies let you upgrade old, restrictive check valves without replacing the entire assembly. Instead of cutting
out an outdated center-poppet or swing check valve (and discarding its unions), simply swap in a Retro “Smart” Check body to reuse your existing
union fittings - saving time and reducing waste. These replacement valve bodies, sold in 1%" and 2" sizes, deliver the same full-flow performance as
a standard “Smart" Check valve. The lightweight % Ib. spring design allows installation at any angle while still achieving a 100% full flow opening
for maximum efficiency.

SPRING IPS Qry WT

\ PARTNUMBER  SIZE & DETAIL DESCRIPTION TENSION  SIZE  CASE  CASE

0823-15RT | 1%"Union x 1% Union Retro Ck. Valve Yalb. | 1%° 12 10

\\\\k& — 0823-15RTC | 1%"Union x 1%, Union Retro Ck.Valve Clear | '21b. | 1%" 12 10
”-"9’“‘ 0823-20RT | 2”Union x 2" Union Retro Check Valve Y 1b. 2’ 12 14

0823-20RTC | 2”Union x 2” Union Retro Ck. Valve Clear Y 1b. 2’ 12 14
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VALVES

Metric "Smart” Check® Valves

Metric "Smart” Check® valves provide the same advanced backflow prevention and full-flow design for systems using metric plumbing. Designed
to meet international size standards, they are available in 50 mm and 63 mm configurations (in both white and clear PVC) with a light ¥z Ib. spring
tension. Like theirimperial counterparts, the metric versions feature a spring-assisted gate that can be installed at any angle, ensuring you get all the
benefits of the original “Smart” Check in metric format without any compromise in performance.

ViZEPROOF. PARTNUMBER  SIZE & DETAIL DESCRIPTION SPRINGTENSION  IPSSIZE QTVCASE W CASE
/ M823-15 50MM Union x Union % 1b. 50mm 12 13
M823-15C 50MM Union x Union Clear 1b. 50mm 12 13
M823-20 63MM Union x Union A 1b. 63mm 12 25
M823-20C 63MM Union x Union Clear A 1b. 63mm 12 25

Slide-Check & Ball-Check Combo Valves

These combo valves integrate a shut-off valve (either a sliding gate or a ball valve) together with a "Smart” Check valve in one unit. By combining
two functions in one, the Slide-Check and Ball-Check Combo Valves save valuable installation time and labor, reducing the number of separate
components needed. The Smart Check portion of the design eliminates water-hammer noise and allows the unit to operate in any orientation -
vertically or horizontally - for greater flexibility in tight spaces. Sturdy buttress-thread union connections make it easy to open and clean both valve
sections whenever maintenance is required. Each Slide-Check Combo comes equipped with a MagicSnap external valve lock to prevent accidental
closure of the sliding gate. Constructed from durable PVC and compliant with ASTM standards, these combo valves are available in 112" and 2" slip
connection sizes.

VEZEPROOF. PARTNUMBER  SIZE & DETAIL DESCRIPTION QIVCASE  WTCASE
0850-15 17" Slip x Slip Slide-Check Combo Valve 12 24
0850-15C | 1%"Slip x Slip Slide-Check Combo Valve Clear 12 24
0850-20 2" Slip x Slip Slide-Check Combo Valve 12 36
0850-20C | 2”Slip x Slip Slide-Check Combo Valve Clear 12 36
0860-15 1" Slip x Slip Ball-Check Combo Valve 12 28
0860-15C | 1%"Slip x Slip Ball-Check Combo Valve Clear 12 28
0860-20 2”Slip x Slip Ball-Check Combo Valve 12 42
0860-20C | 2”Slip x Slip Ball-Check Combo Valve Clear 12 42

Slide-Check Ball-Check

Hose Clamp “Smart” Check® Valves

Simplify any install with Magic Plastics' Hose Clamp “Smart” Check valves - no glue or solvent welding needed. Just slide the valve in-line and tighten
the included hose clamps with a screwdriver for a secure, leak-proof connection. The built-in "Smart” Check mechanism quietly eliminates water
hammer and works at any angle, providing reliable backflow prevention without complex plumbing. This convenient design is ideal for DIY installers
or quick repairs where time is of the essence. All components are made of high-quality, ASTM-compliant PVC for strength and durability. Hose Clamp
"Smart” Check valves come in 1%2" and 2" sizes, each offered in both white and clear PVC versions.

SPRING IPS Qry Wt
PARTNUMBER  SIZE & DETAIL DESCRIPTION TENSION ~ SIZE CASE  CASE

0821-15H | 1%"Slip x 1%2" Slip Hose Clamp Check Valve Yalb. | 1% | 12 14
0821-15HC | 1%%"Slip x 1% Slip Hose Clamp Ck. Valve Clear | '21lb. | 1%" | 12 14
0821-20H | 2”Slip x 2" Slip Hose Clamp Check Valve Y lb. 2 12 26
0821-20HC | 2”Slip x 2" Slip Hose Clamp Ck. Valve Clear Y 1b. 2 12 26
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VALVES

"CR2®" Corrosion Resistant Check Valves

The "CR2®" check valve is an ultra-corrosion-resistant solution designed to protect expensive equipment (like heaters and heat exchangers) from
the harsh effects of chlorinated water. Its innovative design safeguards your system from corrosive damage while maintaining full, unrestricted flow
through the line. The CR2 is built with premium materials - including a proprietary Hastelloy® spring, a glass-filled Noryl shaft, a 100% silicone
sealing gasket, and a clear, serviceable lid - to ensure long-lasting performance and easy inspection. A % Ib. spring-loaded gate allows installation in
any orientation without sacrificing sealing capability. The CR2 series is available in 1%2" slip, 2" slip, and 272" spigot connection sizes. For cost-sensitive
applications, an economy model is offered without the Hastelloy spring (maintaining the same full-flow design in less corrosive environments).

Y

CR2°® Valve

PART NUMBER

0801-20H2

SIZE & DETAIL DESCRIPTION IPSSIZE  QTY CASE

CPVC 2 12

WT CASE

14

Economy Valve

PARTNUMBER  SIZE & DETAIL DESCRIPTION IPSSIZE QTYCASE WT CASE

0801-20 ECONOMY 2’ 12 14
Adapter

PARTNUMBER  SIZE & DETAIL DESCRIPTION QTY CASE

0060104028 | Adapter, 2" Spigot x 1%" Slip White 125

0060504028 | Adapter, 2" Spigot x 172" Slip Black 125

Check Valve Replacement Components

To support long-term maintenance, Magic Plastics offers a full range of replacement components and kits for our check valves. From internal springs
and gates to O-rings and lids, every critical part is available so you can easily service existing valves and extend their lifespan. This commitment to
replaceable parts ensures your valve investments remain cost-effective and reliable over many years of use.

ID  PARTNUMBER  SIZE & DETAIL DESCRIPTION PKG QTY
1 |0403-006-6 | #14 x 1" Phillips Pan Head Stainless Metal Screw 6
2 0191401020 | Lid, 2"Swing-Spring Check Valve 1
3 |0301-154 0-Ring, 2" Swing-Spring Check Valve 1
4 | 0405-001 Spring, 2” Swing-Spring Check Valve 1
4 | 0405-001-H | Hastelloy Spring 1
5 | 0401-005P | Shaft, 2" Swing-Spring Check Valve 1
6 0081201020 | Gate Assembly, 2”Swing-Spring Check Valve 1
7 10060104028 | Adapter, 2" Spigot x 1" Slip White 1
7 10060504028 | Adapter, 2”Spigot x 1%2" Slip Black 1
RK | 0801-20H-RK | Replacement Kit, Check Valve Contains ID# 2, 3, 4(H), 5 & 6 1
Propé5 Info



VALVES

Utility Molded-In-Place Ball Valves

Magic Plastics’ MIP Ball Valves are engineered for durable, leak-free service in residential, commercial, and light industrial applications. Designed
with EPDM seats and O-rings for smooth operation and excellent chemical resistance, these valves deliver consistent performance at 150 PSI working
pressure (at 73°F). All MIP Ball Valves are molded from high-quality PVC and comply with ASTM D2467. Available in slip x slip configurations from
5" to 3", with larger sizes (4", 6", and 8") and threaded options available by request. Minimum order quantities may apply.

PARTNUMBER  SIZE & DETAIL DESCRIPTION QTY CASE  WT CASE
0250-05 Y2"Slip x Slip Ball Valve 36 6
0250-07 %" Slip x Slip Ball Valve 18 5
0250-10 1”Slip x Slip Ball Valve 25 1
0250-15 1% Slip x Slip Ball Valve 12 12
0250-20 2”Slip x Slip Ball Valve 8 I
0250-25 272" Slip x Slip Ball Valve 6 25
0250-30 3”Slip x Slip Ball Valve 6 26

Uni-Body Valves

Magic Plastics’ Uni-Body Valve is built for reliable shut-off in demanding environments across multiple industries. The valve over molded gate
features dry-lubricated seals for smooth operation and long service life-no seal replacement or maintenance required. The Cam-Lock design provides
a secure, 100% positive shut-off, while the MagicSnap external locking device ensures unrestricted full flow when open. The one-piece molded body
maximizes strength and eliminates internal flow restrictions. Available in 1", 114", 2", and 2'%" IPS sizes with multiple configurations to suit a wide
range of installations.

Slip x Slip Slip Union x Slip Union
I ') PART IPS QTY CASE/  WT CASE/ C | PART IPS QTY CASE/  WT CASE/
-t NUMBER SIZE MASTER MASTER ". NUMBER SIZE MASTER MASTER
0401-10 [ 1" | 14/56 | 8/34 . 050115 [1%" | 6/24 7128
040115 [ 1%" | 14/56 | 9/36 050120 |2 | 624 | 10/41
‘ 0401-20 | 2 | 24/48 | 10/41 ‘ . WiZEPROOF.
040125 | 2% | 5/20 8/33
Slip x Spigot Slip x MIPT
al & 0412-15 [ 1% | 14/56 | 8133 LE o 0413-15 | 1%"| 14/56 | 9/36

0412-20 | 27 24/48 10/39
0412-25 | 2" | 5/20 8/30

Spigot x Spigot Spigot x FIPT
o r_ 0402-15 [ 1%%" | 14/56 7130 C o 0424-15 | 1%%" | 14/56 8/32
0402-20 | 2 24/48 9137
0402-25 | 2" | 5/20 8/30

) L
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VALVES

Uni-Body Valves

-

-

10

Slip x Slip Union

PART IPS  QIVCASE/  WTCASE/
NUMBER  SIZE  MASTER  MASTER
0516-15 | 1%%" | 10/40 9/36
0516-20 | 2° 10/40 | 12/49
0516-25 | 22" | 5/20 10/40
ViZEPROOF.
Spigot x Slip Union
0517-15 | 1% | 10/40 8/31
0517-20 | 2° 10/40 | 12/49
0517-25 | 2" | 5/20 10/39
VIZEPROOF.
Slip x FIPT
041415 | 1% | 14/56 9/36
Slip Union x MIPT
0435-15 | 1%%" | 10/40 8/31
ViZEPROOF.
Slip x MBT w/ Washer Ring
0556-20 | 2° 12/48 | 11/38

Equipped with washer ring only.

magicplastics.com

MIPT x MIPT

PART IPS  QTYCASE/  WT CASE/

NUMBER SIZE MASTER MASTER

0403-15 [1%%" | 14/56 9/35

MIPT x FIPT

0434-15 [ 1%%" | 14]56 9/35

B434-15 | 12" | 14/56 9/35

B434-15=BLACK

Slip x Swivel FBT

0550-15 [ 1%%" | 10/40 10/40

0550-20 | 27 10/40 13/50

VEZEPROOF.

Pool Hose x MIPT
0423-15 | 12" | 14/56 8/32

B423-15 [ 1" | 14/56 8/32
BA423-15=BLACK

Metric Uni-Body Valves
Slip x Slip

M401-15 | 50MM | 14/56 | 9/36
M401-20 | 63MM | 12/48 | 10/41

Minimum order 500. This is not a stock item.
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A VALVES

90° On/Off Valve

Designed specifically for spa-side control, Magic Plastics’ 90° On/Off Valve offers full-flow performance in a compact form. With just three full turns
from open to close, this valve delivers smooth, reliable water feature control for waterfalls, neck jets, and more. Built from durable materials to
withstand harsh environments, it outperforms traditional multi-turn valves with a simpler, more efficient operation.

—
PART NUMBER SIZE & DETAIL DESCRIPTION QTY CASE/MASTER WT CASE/MASTER
0230-10 1 48/96 20/40
. Custom cap colors and designs available. Contact factory for details and minimum order requirements.

Spa Drain Valves

Simplify spa maintenance with Magic Plastics' Spa Drain Valve. Made from rugged impact-modified ABS, this user-friendly valve is designed for flush
skirt or kick-plate installation. Featuring five PTFE-impregnated O-rings for a watertight seal, it offers easy pull-to-extend and push-to-drain operation.
Built-in freeze protection and a flow rate of up to 5 gallons per minute make it ideal for cold climates. Available in %2" Slip, 3" Barb, or %" Spigot
configurations. Removable bezel allows skirt removal without disturbing plumbing.

PART NUMBER SIZE & DETAIL DESCRIPTION QTY CASE

0455-05 1" Slip Spa Drain Valve 54
0456-05 %" Barbed Spa Drain Valve 54
0457-05 %" Spigot Spa Drain Valve 54

U436-05 0457-05

Compact Air Check Valves

Magic Plastics' Compact Air Check Valves are ideal for air blower applications in spas, jetted tubs, and pool systems-where space is limited
and dependable performance is a must. Designed to eliminate valve chatter, the valve features a smooth-operating spring and a 100% silicone
seal for quiet, consistent operation. Available in 1%" Slip x 2" Spigot configurations in both standard PVC and high-clarity, high-heat polycarbonate
clear models.

PARTNUMBER  SIZE & DETAIL DESCRIPTION QY CASE
0830-15 14" Slip x 2" Spigot % Ib. Compact Air Check Valve 45
0830-15C 14" Slip x 2" Spigot ¥a Ib. Compact Air Check Valve Clear 45

Propé65 Info
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SWEEP 90° FITTINGS

Sweep 90° Fittings

Magic Plastics’ Sweep 90° fittings are designed to optimize flow and reduce pressure loss in tight plumbing configurations. Available in 2" IPS in

multiple configurations, these sweeps offer high-performance routing while minimizing restriction. Manufactured from durable, high-quality PVC to
meet demanding spa and pool requirements.

PART NUMBER  SIZE & DETAIL DESCRIPTION

\ 0660-20 | 2"Slipx Slip 65 \ /' 0663-20 | 2”Slip x Union Flange
i
\ i 4 90661-20 27 Slip x Spigot 65 0668-20* | 2"Slip x Pump Union Half | 48
ViZEPROOF.
> /’» 0662-20 | 2"Slip x MBT Heater 60 066920+ | Arimbation 36
} ViZEPROOF

*Includes 2" MBT Nut and -230 O-Ring

SPA COMPONENTS & WHITE GOODS

Spa Components & White Goods

Magic Plastics offers a wide selection of spa components, including union halves, heater adaptors, blower tees, and LED/fiber optic lens accessories.

Each item is manufactured from high-strength plastics to ensure long-lasting performance. Don't see what you need? Contact us to discuss custom
configurations based on your volume requirements.

PARTNUMBER  SIZE & DETAIL DESCRIPTION

0810-05 %" In-Line Check Valve 100
5/
_ Blower Atmosphere ; 1
L\ . 035005 | pcsict Tee 50 0805-05 /2" POP Check Valve 150
Propé65 Info
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MANIFOLDS

Manifolds

Magic Plastics' Air and Water Manifolds provide a reliable, space-efficient solution for distributing flow in spas, jetted tubs, and pool systems. Available
in 2-portto 12-port configurations, these manifolds are designed for easy integration into custom plumbing assemblies. Air manifolds feature smooth
barbed fittings for secure, leak-resistant connections with smaller tubing, while water manifolds use precision barbed fittings and reinforced bodies to

handle higher flow and pressure. Compact, durable, and customizable, they deliver dependable performance in demanding applications.

ary
PARTNUMBER  SIZE l PARTNUMBER  SIZE CASE
= T . 1% 7. i i 3 2"Slip x Slip 2-Port
Saa 0320-05 | "2"7-Port Air Manifold 50 £ 036120 | Barbed Water Manifold 100
w Includes 2 Plugs. ‘ 2”Slip x Spigot 2-Port
0362-20 | Barbed Water Manifold 100
Accepts 3" vinyl tubing.
i 3-in-117 = l 2”Slip x Dead End 2-Port
’\ " 0321-10 12-Port Air Manifold 50 0363-20 | Barbed Water Manifold 150
Accepts 38" vinyl tubing. Includes 2 end caps 3 Accepts 3" vinyl tubing.
and 4 plugs. Stackable.
\ 1”Slip x Slip y 2”Slip x Slip 4-Port
\’) 034110 6-Port Air Manifold 60 . 0369-20 Barbed Water Manifold 70
Accepts 38" vinyl tubing. i 2"Slip x Spigot 4-Port
\’l 0364-20 | Barbed Water Manifold 66
Accepts 3" vinyl tubing.
- = l
f \ 1”Slip x Slip P = 2”Slip x Dead End 4-Port
0342-10 | 8.port Air Manifold 60 0365-20 Barbed Water Manifold 90
N‘ Accepts 38" vinyl tubing. Accepts %" vinyl tubing.
\ 1”Slip x Slip 2"Slip x Slip 6-Port
B ' 0343-10° | 10-Port Air Manifold 60 Fle 3 0368-20 | Barbed Water Manifold >0
- Accepts 38" vinyl tubing. 2"Slip x Spigot 6-Port
\) , 0366-20 Barbed Water Manifold 50
Accepts 3" vinyl tubing.
« l
i s " MPT 3-Port 2°Sli
- p x Dead End 6-Port
. \ 0330-05 | Air Intake Manifold 75 ‘ 0367-20 Barbed Water Manifold 60
“N Accepts %" vinyl tubing - threads are 72" MPT. wAccepts %" vinyl tubing.
"o, , 038815 |, oipxSlip | 5o 0360-00 | 2" Water Manifold Plug | 100
- & R
1" Slip x Spigot
Y 0386-15 6-Port Water Manifold 20

Propé65 Info

Includes 2 plugs - ports are 2" slip.
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REPAIR FITTINGS

MagicMend® Pipe Extenders

magicplastics.com

MagicMend® Pipe Extenders offer a fast, permanent solution for repairing damaged or misaligned pipe without adding unnecessary length. Simply
glue the extender inside the existing pipe to restore flow in minutes—no couplings or extra fittings required. Available in 2" through 4" sizes for
Schedule 40 pipe, and 1" through 2" for Class 200 pipe. Each MagicMend® is engineered to meet ASTM standards and perform reliably across a wide
range of applications, including plumbing, irrigation, pool & spa, and more.

14

MagicMend® Extender Fittings

Magicmend® Pipe Extenders

Schedule 40
PARTNUMBER  IPS SIZE QTYCASE  WT CASE
0301-05 % 48 2
0301-07 /Y 48
0301-10 1 48 3
0301-12 I/ 48 5
0301-15 1% 48 5
0301-20 2 48 8
0301-25 2" 48 18
0301-30 3 48 22
0301-40 4 48 36

Slips inside Schedule 40 pipe.

Magicmend® Pipe Extenders

Class 200
0304-10 1 48 3
0304-12 I 48 5
0304-15 1% 48 5
0304-20 2 48 8

Slips inside Class 200 pipe.

Ideal for fixing misaligned fittings or tight plumbing runs, MagicMend® Extender Fittings combine the benefits of a coupler and pipe extender in
one component. Slip-fit for quick repair jobs, they restore pipe alignment without requiring added pipe segments. Offered in a range of IPS sizes for

compatibility with standard plumbing.

Magicmend® Extender Fittings

PARTNUMBER  SIZE & DETAIL DESCRIPTION IPSSIZE  QTYCASE WT CASE
0303-15 Accepts 1 %2" Pipe or 2" Fitting 1% 48 1"
0303-20 Accepts 1 %2" Pipe or 2" Fitting 2 48 15
0303-20F Accepts 2" Pipe 2 48 13
0303-25F Accepts 2 2" Pipe 2" 48 26

Propé65 Info



REPAIR FITTINGS

MagicMend® Insider Connectors

Designed to connect pipe from the inside, these low-profile fittings are ideal for confined spaces, tight clearances, or below-grade repairs. Simply
insert the connector into both pipe ends and glue in place-no external coupling needed. Molded from high-strength PVC for durability and reliable
performance under pressure. Available in 1" through 4" sizes.

Magicmend® Insider Connectors
PARTNUMBER  IPS SIZE QTY CASE  WT CASE
1” 48 3

0302-10

0302-12 1" 48 5
0302-15 1% 48 6
0302-20 2’ 48 9
0302-30 3 48 20
0302-40 & 48 34

Connects Schedule 40 pipe.

e
ADAPTERS

Copper-to-PVC Adapters

Magic Plastics' Copper-to-PVC Adapters provide a secure, reliable transition between copper and PVC piping. Designed to handle thermal expansion
and contraction, each adapter features a chemically bonded transition collar to help prevent leaks over time. Available in 1%" and 2" sizes, these
fittings are ideal for plumbing, pool, and spa installations where dissimilar materials must be joined with confidence.

\Z

Heater-to-Pump Adapters

Engineered for tight equipment pads, these adapters offer a clean transition between pool heaters and pumps, minimizing head loss and reducing
the need for elbows or additional unions. Available in multiple sizes and configurations to accommodate most major pump and heater brands.

\ PARTNUMBER  SIZE & DETAIL DESCRIPTION QTYCASE  WT CASE
\ 0060150019 | Adapter, 1%."FBT x 2”MBT w/0-Ring Groove 228 48
0060151019 | Adapter, 1%2"FBT x 2" MBT 228 49

Propé65 Info
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PARTNUMBER  SIZE & DETAIL DESCRIPTION QTYCASE  WT CASE
0606-15 1" Slip - 2" Spigot Copper-to-PVC Adapter 24 13
0606-20 2”Slip Copper-to-PVC Adapter 18 I




UNION ASSEMBLIES

Union Assemblies

Magic Plastics’ Union Assemblies provide strong, reliable joints that are easy to install, service, and maintain. Available in slip and spigot configurations,
these unions are offered in 1" through 3" Schedule 40 IPS sizes. Each assembly is molded from durable PVC, includes a high-quality O-ring for a
secure, leak-resistant seal, and features Magic Plastics' patented Vibeproof® locking union technology for added protection against loosening due to
vibration or system movement.

PARTNUMBER  SIZE & DETAIL DESCRIPTION QTY CASE
0602-15 172" Pump Union Half 115
0602-20 2”Pump Union Half 72
0602-25 2'4"Pump Union Half 50
0602-30 3”Pump Union Half 25
0604-20 2"45° Spigot Union Half 50
0605-20 2745° Slip Union Half 50
0611-15 172" Slip Heater Union Half w/Split Nut 50
061118 172" Slip-2” Spigot Heater Union Half w/Split Nut 50
0611-20 2”Slip Heater Union Half w/Split Nut 50
0640-10 1" Slip x Slip Self-Aligning Union Assembly 100
0650-15 17" Slip x Slip Self-Aligning Union Assembly 50
0650-18 1% Slip - 2" Spigot Slip Self-Aligning Union Assembly 25
0650-20 2”Slip x Slip Self-Aligning Union Assembly 25
0650-25 2'4"Slip x Slip Self-Aligning Union Assembly 25
0650-30 3" Slip x Slip Self-Aligning Union Assembly 25
Prop65 Info

16



HIGH-HEAT UNION ASSEMBLIES

High-Heat Union Assemblies

Magic Plastics’ Self-Sealing High-Heat Unions are specifically designed for high-temperature pump-side applications where heat buildup from dry-
run conditions can lead to plumbing failure. Molded from durable GFN3 (Glass-Filled Nylon), these unions maintain dimensional stability and sealing
integrity under elevated temperatures. Each unit includes a precision-molded O-ring for a leak-free seal-no thread sealants required-and features
Magic Plastics’ patented Vibeproof® locking technology to resist loosening from vibration. Available in 12" and 2" IPS sizes, rated to 175 PSI at 75°F.

PART NUMBER SIZE & DETAIL DESCRIPTION

0615-15 1" MIP x 1%2" Slip - 2" Spigot High-Heat Union Assembly 27
ViZEPROOF.
0615-20 2"MIP x 2" Slip High-Heat Union Assembly 36
VEZEPROOF.
0615-20S 2"MIP x 2" Slip Sweep High-Heat Union Assembly 36
VEZEPROOF.

Propé65 Info
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magicplastics.com

UNION COMPONENTS

Union Components

All Magic Plastics union components - including nuts, tailpieces, and O-rings — are available separately for easy maintenance or repair. Compatible
with all standard Magic Plastics unions for fast field replacements.

O

'I

g
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PARTNUMBER  SIZE & DETAIL DESCRIPTION QY CASE
0120103015 | 1%"FBT Union Nut 135
0120103020 | 2" FBT Union Nut 90
0120103025 | 2%2"FBT Union Nut 150
0121109015 | 1%"FBT Repair Split Nut Set w/Screws 125
0121109020 | 2" FBT Repair Split Nut Set w/Screws 100
0121109025 | 2%2"FBT Repair Split Nut Set w/Screws 74
0050103015 | 1%"Slip Tailpiece with O-Ring Groove 184
0050103020 | 2 Slip Tailpiece with O-Ring Groove 112
0050103025 | 22" Slip Tailpiece with O-Ring Groove 100
0050104020 | 2”45° Spigot Tailpiece with O-Ring Groove 100
0050104520 | 2”45° Slip Tailpiece with O-Ring Groove 100
0050105015 | 1%"MBT x 1% Slip Tailpiece 100
0050105018 | 2"MBT x 1%" Slip-2” Spigot Tailpiece 100
0050105020 | 2" MBT x 2" Slip Tailpiece 100

All Union Components Utilize O-Rings: 172"~ 225  27- 230 ¢ 2,"- 234

MBT = Male Buttress Threads
FBT = Female Buttress Threads

Propé65 Info



magicplastics.com

AGIC HEATER UNION COMPONENTS

Heater Union Components

All Magic Plastics Heater Union Components are manufactured from quality PVC or ABS. Magic Heater Union Components are bulk packaged and
are available in 1" MBT and 2" MBT with 2" through 2" Slip ends and glue wells. Our Washer Rings are recommended for all Magic Heater Union
Components and are sold separately.

PART NUMBER SIZE & DETAIL DESCRIPTION QTY CASE
0050106007 1% MBT x %" Slip-1”Spigot Tailpiece with O-Ring Groove 100
0050106010 1%"MBT x 1”Slip Tailpiece with O-Ring Groove 100

0050106007-0F | 1%2"MBT x %" Slip-1”Spigot Tailpiece with O-Ring Groove (Offset) 100

\\ 0050106010-0F | 1%"MBT x 1" Slip Tailpiece with O-Ring Groove (Offset) 100

0050106012 1" MBT x 1% Slip Tailpiece with O-Ring Groove 100
0050106015 1" MBT x 1%2"Slip Tailpiece with O-Ring Groove 100
0050106015-SH | 1%2"MBT x 1%." Slip Tailpiece with O-Ring Groove (Short) 100
0050107018 2"MBT x 1'%2" Slip-2” Spigot Tailpiece with O-Ring Groove 100
0050107020 2" MBT x 2 Slip Tailpiece with O-Ring Groove 100
0050107020-SH | 2”MBT x 2 Slip Tailpiece with O-Ring Groove (Short) 270
0121108015 1" FBT Heater Split Nut Set w/Screws 125
0121108020 2" FBT Heater Split Nut Set w/Screws 100
0121108025 2'4" FBT Heater Split Nut Set w/Screws 74

All Heater Union Components Utilize Washer Rings. ~ MBT = Male Buttress Threads
1% MBT- 224 WR FBT = Female Buttress Threads

2"MBT-229 WR

Propé65 Info
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SNAP NUTS

Snap Nuts

Magic Plastics’ patented Snap Nuts are a smart alternative to traditional split nuts, specifically designed for use on stainless steel heater housings.
These one-piece locking nuts snap securely into place-no tools or extra hardware required-making installation and service significantly faster and
easier. Molded from high-quality ABS for durability and long service life. Available in 1%2"and 2" sizes.

PARTNUMBER  SIZE & DETAIL DESCRIPTION QTY CASE
€015C 1" Snap Nut Clip 300
CO15N 1%" Snap Nut 100
€020C 2" Snap Nut Clip 300
CO20N 2”Snap Nut 100

Clip and Nut must be purchased as a set.

HOSE BIBBS

Hose Bibbs

Built for performance in demanding environments, Magic Plastics Hose Bibbs are a reliable solution for drain or hose connection points in spa, pool,
and plumbing systems. Injection molded from durable, corrosion-resistant PVC, they maintain strength and integrity even in harsh, high-moisture
conditions. Available in 72" and 3" sizes, these hose bibbs install easily and deliver long-lasting performance in both residential and commercial
applications. Their compact, low-profile design makes them ideal for tight spaces without compromising flow or accessibility.

* PARTNUMBER  IPS SIZE QTY CASE/MASTER WT CASE/MASTER
0203-05 o’ 48192 8/35

=4 ) 0203-07 S/ 48/192 8/36

Propé65 Info
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FLOW INDICATORS

Flow Indicators

Magic Plastics' Flow Indicators provide immediate, visual verification of flow in both liquid and gas applications. The durable, clear polycarbonate
body offers a full view of the red polypropylene paddlewheel, which spins in response to flow-giving a quick, reliable indication of system operation
and relative flow rate. Designed for non-caustic fluids up to 140°F, these indicators operate within a flow range of 0.5 to 6.0 LPM. Ideal for diagnostics,
circulation checks, and system monitoring in low-pressure environments. Offered in three configurations—1/8" Barb, 1/8" NPT, and %" NPT-for
compatibility with various tubing and piping setups.

PARTNUMBER SIZE & DETAIL DESCRIPTION QTY CASE

0700-BARB Flow Indicator, Barbed
0700-M125 Flow Indicator, 1/8" MPT 200
0700-M250 Flow Indicator, 1/4" MPT 200

0700-BARB

0700-M125

0700-M250

O-RINGS & WASHER RINGS

0-Rings & Washer Rings

We stock a full range of replacement O-rings and washer rings to maintain a perfect seal in all Magic Plastics valves and fittings. Made from high-
quality elastomers to resist chemical breakdown and compression set.

PART NUMBER SIZE & DETAIL DESCRIPTION QTY CASE
0301-225-12 Kit, 0-Ring 1%2" Union 12
0301-229-12 Kit, O-Ring 21.B.C. Valve 12
0301-230-12 Kit, O-Ring 2" Union 12
0301-234-12 Kit, 0-Ring 2%2" Union 12
0301-223-12 Kit, 0-Ring 172" Copper to PVC Adapter 12
0301-227-12 Kit, 0-Ring 2” Copper to PVC Adapter 12
0301-224W-12 | Kit, Washer Ring 172" Union 12
0301-229W-12 | Kit, Washer Ring 2”Union 12
0302-020B-12 | Kit, Washer Ring 2" Slip x MBT Valve 12

Propé65 Info
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|.B.C. PRODUCTS

I.B.C. Products

Magic Plastics manufactures a complete line of IBCfittings and accessories designed for secure liquid transfer and long-term chemical storage. Our 2"
valves, flanges and fittings are injection molded from chemical-resistant thermoplastics to ensure durability in harsh industrial environments. Ideal

for bulk handling, transport, and OEM applications where reliability and performance matter.

IBCValve §IY:s IPS  QIYCASE/  WT CASE/ Buttress Plug [ IPS  QIYCASE/  WT CASE/
NUMBER  SIZE  MASTER  MASTER NUMBER  SIZE  MASTER  MASTER

0504-20 | 2° 10/40 11/44 0703-20 | 2° | 125/500 | 16/65

Standard

FIPT x FIPT Valve 0404-20 | 27 12/48 9/37 Nut & Flange Assembly 0706-20 | 2~ 108 34
’_—IN 0708-20 | 2° 108 39
0709-20 | 2¥ 108 39

l } H ‘ (For Standard IBC Valve)
— 0706-20=LLDPE
0708-20=PVC

0709-20=SANTOPRENE

MBT x MIPT/FIPT Valve 0520-20 | 2° 10/40 11/44 FIPTThreadedFIange 0705-20 | 2° 144 23
o \ 070720 [ 27 | 144 29
0705-20=LLDPE
0707-20=PVC
_—
Probe Cutter | 0701.20 | 2 | 12148 | 7/27 FBTThreaded Flange | 9710.00 | speciaL | 108 | 23

) 0711-00 | SPECIAL | 108 30

.' 0710-00=LLDPE
0711-00=PVC

Propé65 Info
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Propé65 Info
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Believe in Magic!

MAGIC

MAGIC PLASTICS, INC.
25215 Ave. Stanford e Valencia, CA 91355

(800) 369-0303  (661) 257-4485  Fax (661) 257-1911
sales@magicplastics.com ® www.magicplastics.com



